
AUTOMOTIVE PRODUCTS, INC.       

Qty
Parts Kit Contents                         

Description Tools Required
2 PIERCED BENT TUBES PHILLIPS SCREW DRIVER
4 BENT TUBES RUBBER MALLET
3 CENTER TUBES T-20 TORX WRENCH
2 PIVOT UPRIGHT HACK SAW (FLAIR SIDE ONLY)
2 CENTER UPRIGHT
2 BUMPER UPRIGHT
18 TORX HEAD SCREWS
12 LARGE WEDGES
6 THRU-HOLE DOUBLE WEDGE
6 THREADED DOUBLE WEDGE
6 END CAPS
2 1/4-20 X 2.25 PHILLIPS HEAD SCREW
2 STRAP LATCHES

                     

Step 1.     Remove contents from box and check for any damage.  Verify all parts against parts list. 
                Read and understand instructions completely before beginning assembly. 
Step 2.     Slide bent tubes through bumper upright; pierced bent tube goes in the middle. (see Figure 1) 
Step 3.     Slide strap latch on outside tube. Note: when assembling other side of extender install strap latch on opposite  
                side. (see Figure 2) 
Step 4.     Rotate tubes 90° and slide pivot upright onto tubes, make sure pivot faces to outside. (see Figure 3) 
Step 5.     Install ¼-20 x 2.25 Phillips head screw through hole in pivot upright and torque bolts to 18 in-lbs. (see Figure 4) 
Step 6.     Slide center upright onto other end of tubes. (see Figure 5) 
Step 7.     Place the extender assembly on a table as shown. (see Figure 6)  Tubes should stick out past pivot upright                  

approximately 3/8 .  
Step 8.     Install the large wedges and Torx head screws in pivot upright and torque screws to 20 in-lbs. (see Figure 7) 
Step 9.     Repeat steps 2-9 for other side of extender; strap latch is installed on opposite side as first half. 
Step 10.   Insert the center tubes into the curved sections. (see Figure 8) 
Step 11.   Insert the upright pivots into the bed brackets on the truck and then rotate out onto tailgate. (see Figure 9) 
Step 12.   Adjust center tubes so that there is about an equal amount inserted on either side. (see Figure 8) 
Step 13.   Push center uprights securely against bent tubes and then install thru-hole double wedge and threaded double   
                wedge into wedge pockets of center upright.  The threaded double wedge installs to the to the outside of the   
                upright and the thru-hole wedge installs on the inner portion, creating a sandwich of the upright and the wedges.   
                Note that the wedges will only fit in one position and will be flush with the surface of the uprights.  
                (see Figure 10) 
Step 14.   Install Torx head screws into double wedge then torque screws to 20 in-lbs.(see Figure 10) 
Step 15.   Repeat steps 13-14 for other center upright. 
Step 16.   Position bumper uprights so that they lie in valleys or pads in bed or tailgate. (see Figure 11) 
Step 17.   Install large wedges and Torx head screws into bumper uprights and torque screws to 20 in-lbs. (see Figure 12) 
Step 18.   Install end caps using the rubber mallet to carefully tap in. (see Figure 13) 
Step 19.   Push down on buckle to insert the tailgate into tailgate latch.  To release pull tailgate handle.    
                Note: it may be easier to insert buckle first by pushing latch inboard with the buckle. (see Figure 14)  

Note:  For compact flair side truck using small extender, center uprights may be too close.  If installing on this vehicle cut 
4 in off the end of bent tubes. (see Figure 10)  
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FIGURE 7 
Installing Large Wedges and PT screws

 

FIGURE 8 


